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A preformed closed cell physically crosslinked polyolefin foam tube 
insulation with reinforced foil facing for steel and copper pipes.

Australian Plant:
1-5 Parraweena Rd, Taren Point NSW 2229 Australia
PO BOX 2898, Taren Point NSW 2229 Australia
www.sekisuipilon.com.au
Tel: +61 2 9525 9880
Fax: +61 2 9525 8004

Thailand Plant:
700/329 Moo 6, Amata Nakorn Industrial Estate,
Tumbol Donhua-Ioh, Amphur Muang Chonburi 20000
www.thaisekisui.co.th
Tel: +66 38 213219-26
Fax: +66 38 213281RU is a registered trademark of Underwriters Laboratories Inc.

Thermobreak is a registered trademark of Sekisui Pilon Pty. Ltd.
© Sekisui Pilon Pty. Ltd. Date of revision: October 2012

 BS 476 Class “0”
 AS 1530.3
 ISO 5659-2
 UL94
 NFPA 90A & NFPA 90B
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Thermal conductivity - 0.032 W/mK • (@23°C mean temp, 50%-70% RH)

Almost zero water vapour permeability and absorption for

Due to its closed cell structure and additional foil facing, Thermobreak® is 

Superior physical barrier protection
Thickest 9um pure aluminum foil facing and factory applied strong reinforcement weave.

Repositionable and reworkable adhesive
Unlike rubber-based adhesive, Thermobreak® adhesive is repositionable providing ease of 
installation with excellent tack on metal surfaces.

Faster installation

fasteners are required.

130546 SAI-CM20068
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Sekisui Foam Australia, manufacturers of THEMOBREAK® 

the world leading physically crosslinked, closed cell 
polyolefin thermal insulation. Manufactured in Australia, 

to meet Australian standards and conditions, 
THEMOBREAK® is fast becoming the insulation of choice. 

Gary Haydon - 0417 348 016 
garyhaydon@sekisuifoam.com.au 

 
15/853 Nudgee Rd, PO Box 448  
Northgate QLD 4013 Australia 

Phone: 07 3267 7100  Fax: 07 3267 7166 
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Sekisui Foam Australia, manufacturers of THEMOBREAK® 
the world leading physically crosslinked, closed cell 
polyolefin thermal insulation. Manufactured in Australia, to 
meet Australian standards and conditions, THEMOBREAK® 
is fast becoming the insulation of choice.

Thermobreak is a registered trademark of Sekisui Chemical Co. Ltd. or its subsidiaries.

SiZE AvAiLABiLiTy

Other sizes available on request.

  8-mm 50m X 1200 mm rolls

10-mm 20m X 1200 mm rolls

12-mm 20m X 1200 mm rolls

15-mm 20m X 1200 mm rolls

20-mm 20m X 1200 mm rolls

25~50-mm 2300mm X 1200mm sheets

Product Certification may be plant specific. Please consult with your local representative.

Technical Specifications

Distributed by

Thailand Plant
700/329 Moo 6, Amata Nakorn Industrial Estate,
Tumbol Donhua-Ioh, Amphur Muang Chonburi 20000
Tel:  +66 38 213219-26
Email:  info@thaisekisui.co.th
Web:  www.thaisekisui.co.th

Australian Plant
1-5 Parraweena Rd, PO BOX 2898, 
Taren Point NSW 2229 Australia
Tel:  +61 2 9525 9880
Email: info@sekisuifoam.com.au 
Web:  www.sekisuifoam.com.au

PHySiCAL PRoPERTiES

Material: Physically (irradiation) crosslinked closed 
cell polyolefin foam with factory applied 
reinforced aluminium foil and acrylic 
adhesive backing 

Density: 25 kg/m3 (foam core only) 

Thermal Conductivity: 0.032 W/m/°K (@ 23°C mean temp.)
(ASTM C518)  0.036 W/m/°K (@ 36°C mean temp.) 

Water vapour Permeability: 8.19 x 10-15 kg/Pa.s.m
(ASTM E96)  (0.029 mg.m/N.h)

Water vapour Permeance: 3.3 x 10-4 g/MN.s

Water absorption by volume: <0.1% v/v
(JIS K6767) (0.00038 g/cm2)

Permeability Resistance Factor: μ > 20,000

Resistance to fungi: Zero Growth
(ASTM G21)

ozone Resistance: Excellent

Uv Resistance: Excellent

Noise Reduction Coefficient: 0.20 (12mm foam thickness)
(ISO 354) 0.30 (25mm foam thickness)

operating Temperature Range:  -80 °C ~ +100 °C (no adhesive)

GreenStar Rating: Low VOC Emitting
(ASTM D5116)

Physical Property Requirements: COMPLIES (Type II - Sheet)
(ASTM C1427)

REACH Directives: COMPLIES
(1907/2006/EC)

FiRE AND SMoKE BEHAvioUR

BS476 Parts 6 & 7: CLASS 0

AS1530 Part 3 Ignitability Index: 0

Spread of Flame Index: 0

Heat Evolved Index: 0

Smoke Developed Index:  0-1

ASTM E84: COMPLIES (NFPA 90A & B)
Flame Spread Index: <25

Smoke Developed Index: <50

ASTM C411: COMPLIES (NFPA 90A & B)

FM 4924 Thermobreak Sheet APPROVED

Up to 25mm thickness

AS 3837 BCA Group Number: 1

Smoke Index: ≤250

BS 6853 Annex B Smoke Toxicity COMPLIES (R < 1.0)

iMo MSC 61(67) Part 2 Smoke Toxicity COMPLIES 

iSo 5659 Part 2 Smoke Density COMPLIES (IMO MSC 61(67) Part 2)

Dm < 200

Satisfies max allowable 
concentrations for the 
following combustion gases: 
CO, HCl, HBr, HF, HCN, NOx, SO2

UL 94 Horizontal Burn APPROVED (HF-1)
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Sekisui Foam Australia 
Head Office
1-5 Parraweena Rd, PO Box 2898,
Taren Point NSW 2229 Australia
Tel: +61 2 9525 9880
Fax: +61 2 9525 8004
Email: info@sekisuifoam.com.au
Web: www.sekisuifoam.com.au

Queensland Branch
15/853 Nudgee Rd, PO Box 448,
Northgate QLD 4013 Australia
Tel:  +61 7 3267 7100
Fax:  +61 7 3267 7166
Email:  info@sekisuifoam.com.au
Web:  www.sekisuifoam.com.au
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