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PRE INSTALLATION

NATURAL VARIATION

Cewood is made from natural wood. Wood, being a natural 
material, can vary in colour and tone.

At Decor Systems, we celebrate this. We think the natural 
variation is what makes it beautiful.

When Cewood is installed, this variation may be present as 
displayed below.

VISUAL EFFECT OF HIGHER 
DENSITY EDGES OF CEWOOD 
PANELS

All Cewood panels are produced with increased density on 
the two long side edges. This ensures the safer fastening 
of the material with screws. When installed, faint lines can 
appear between panels due to the increased density of the 
edges. Mostly, this won’t be noticeable, but in brightly lit 
spaces can appear.

ACCLIMATISATION 

Panels need to acclimatise to the environment before 
installation. Please contact your local Decor Systems 
representative for more information.



DECOR SYSTEMS
CARE & MAINTENANCE

GENERAL REGULAR CLEANING

Cewood panels should be surface cleaned annually with a 
vacuum cleaner with a brash nozzle. If additional cleaning is 
needed, use a damp cloth.

MECHANICAL DAMAGE

Should the panels be physically scored, chipped or scraped 
in any way please consult Decor Systems for the best 
method of repair/replacement.
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GET IN 
TOUCH

D
E

C
O

R
S

Y
S

T
E

M
S

.C
O

M
.A

U

CONTACT

1800 835 035
letstalk@decorsystems.com.au

http://decorsystems.com.au
tel:1800835035
mailto:letstalk%40decorsystems.com.au?subject=

