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FEATURES + BENEFITS

 ¬ Strength and durability of  
Western Red Cedar. 

 ¬ Classic profile with universal appeal.

 ¬ Traditional tongue for secret fixing.

 ¬ Straight lines and alignment  
for uniformity.

 ¬ Double-sided boards for use on 
doors and gates.

 ¬ Improved Green Star rating  
with FSC®, PEFC™ and  
GreenTagCertTM GreenRate  
Level A Certification.

IDEAL USES

 ¬ External use

 ¬ Internal use

 ¬ Ceilings

 ¬ Alfresco lining

 ¬ Feature walls

 ¬ Restoration

 ¬ Balconies

 ¬ Doors and gates

 ¬ Commercial spaces

Classic. Versatile. Seamless.

Vee-Joint board is a classic 
profile with origins dating 
back almost as far as 
timber construction itself. 
A mainstay in traditional 
colonial homes, Vee-Joint 
has enjoyed a renaissance, 
becoming a popular 
choice in many modern, 
architecturally-designed 
homes and commercial 
spaces. Cedar Sales’ 
Vee-Joint offers classic 
style in the timeless beauty 
of Western Red Cedar.

VJE 86 X 18

VJE 86 X 18

PROFILES AVAILABLE

VEE-JOINT

VJI 86 X 9 SN* VJI 136 X 9 SN* VJS 86 X 12 SN VJS 133 X 12 SN

VJM 86 X 15 VJM 133 X 15 VJE 86 X 18 VJE 133 X 18

VJE 181 X 18

VEE-JOINT DOUBLE SIDED

FIXING POINT

DS VJE 86 X 18 DS VJB 130 X 38 DS VJS 133 X 12 INSTALLATION
For secret nail fixing and in-
depth installation instructions, 
visit cedarsales.com.au

*9mm range also available in Pre-finished Satin & Pecan.



VEE-JOINT SIZES + SPECS

PROFILE CODE COVER (MM) THICKNESS (MM) MAX SPANS (MM) ORDER OPTIONS

VEE-JOINT

VJI 86 X 9 SN* 86 9 450 FIXED SPAN

VJI 136 X 9 SN* 136 9 450 FIXED SPAN

VJS 86 X 12 SN 86 12 600

VJS 133 X 12 SN 133 12 600

VJM 86 X 15 86 15 600

VJM 133 X 15 133 15 600

VJE 86 X 18 86 18 600

VJE 133 X 18 133 18 600

VJE 181 X 18 181 18 600

VEE-JOINT DOUBLE SIDED

DS VJE 86 X 18 86 18 600

DS VJB 130 X 38 130 38 600

DS VJS 133 X 12 133 12 600

Custom orders available – contact Cedar Sales repSuitable for external cladding

Cutek® pre-oiling available (clear penetrating external oil)

Choose Cedar Sales and specify with confidence
Cedar Sales is committed to quality and performance you can count on. Our genuine architectural  

timber innovations are proven to perform where it matters most. As part of our commitment 
to provide market-leading quality and integrity, Cedar Sales welcomes third-party testing and 

certification across fire, acoustics, structural performance and sustainability.

HEAD OFFICE
Manufacturing Plant  |  National Distribution Warehouse

150 Toongarra Road  
Wulkuraka QLD 4305
PO Box 5043, Brassall QLD 4305

P 1800 156 455
F +61 (07) 3281 4322 
E  info@cedarsales.com.au

cedarsales.com.au
MELBOURNE OFFICE
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82 Wedgewood Road  
Hallam VIC 3803
P +61 (03) 9708 6572

Photographs, images and drawings used herein are for illustration purposes only. Colours, grades and finishes on actual products may vary. All timber products will vary from samples. Being a natural product, expect sheen, tonal and colour 
variation and natural features including knots, grains and grain impressions. We recommend viewing all products prior to installation. Cedar Sales’ is unable to offer any specific performance warranties for its products because of the wide 
variation in applications possible. These variables include but are not limited to; situation, design and structure, aspect and differing exposure to the weather. For more details, visit cedarsales.com.au/terms-and-condition-of-trade.

*9mm range also available in Pre-finished Satin & Pecan.


