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Our exclusive hand-made suspended fireplaces produced by French award winning designer  
Jean-Claude Bordelet, have been gracing the rooms of luxury hotels, designer residences &  
extravagent restaurants all over the world since 1976.
 
Handmade in limited quantities, JC Bordelet fireplaces are dramatically suspended from the ceiling and 
aim to enhance the ambiance and warmth of any living space. Made in the South of France, Bordelet’s 
hanging wood fires are hand shaped and spun from 4mm thick steel. These artisan engineered designs 
are highly sort after amongst designers and architects alike. Some of the JC Bordelet range can also be 
highly customised with an array of colours and finishes to choose from.
 
“No Sacrifice for the perfection of shapes...”
JC Bordelet

a new dimension in fireplace design



From wherever your French handmade Bordelet Tatiana 997 suspended fireplace is residing, it 
will cause a stir of desire that others will crave with its 1800 viewing area and 3600 pivot rotation 
option. Handmade in South of France, the Bordelet Tatiana 997 hanging wood fire is made from 
hand shaped and spun steel, making this artisan engineered fireplace highly sort after amongst 
designers and architects alike. Any hanging wood fireplace will create drama and ambiance, but 
the Bordelet Tatiana 997 has an ambitious je ne sais quoi (quality that cannot be described) that 
you too can attain.

BORDELET TATIANA 997 

heats up to 40+ squares - Australia’s Largest Wood Heater

Award winning
design

Artisan engineered Hand made in the 
south of France

Suspended fireplace 3600 rotation



Award winning
design

Artisan engineered Hand made in the 
south of France

Suspended fireplace 3600  view of
the flames

Handmade in the South of France, the Bordelet Lea 998 fireplace is a central hanging open wood 
fire with safety glass and a playful 3600 viewing area of the flames. Having the Bordelet Lea 998 
suspended from your ceiling will warm and delight any atmosphere. Without doubt the aesthetic 
satisfaction that this meticulously hand sculpted fireplace brings will enhance the ambiance of any 
interior space with its 3600 glass viewing area. The most compact in the range, the Bordelet Lea 998 
wood heater aims to excite those who seek fireplace excellence of a hanging central fire in a more 
petite space. Axis H1600 inbuilt wood fireplace all winter long.

BORDELET LEA 998



With a spirit that is playful yet polished, the handmade Bordelet Zelia 908 open suspended 
fireplace  with saftey glass, is guaranteed to add just the right amount of dramatic ambiance in any 
contemporary space as it hangs dramatically from the ceiling. Made in the South of France, the 
Bordelet Zelia 908 is hand shaped and spun, giving excellence to those who acquire an artisan 
engineered fireplace with a quality finish. This new generation hanging wood fireplace design will fill 
your home with enjoyment from all angles with its 3600 viewing area and elegant tear drop shape

BORDELET ZELIA 908

Award winning
design

Artisan engineered Hand made in the 
south of France

Suspended fireplace 3600  view of 
the flames



The beautifully hand crafted technique involved in creating a hanging wood fire like the Bordelet 
Eva 992 suspended open fireplace with safety glass, comes through years of artisan engineering 
and a dedicated pursuit for fireplace excellence. The largest in the range, the Bordelet Eva 992 
hanging fire is designed to captivate and excite any audience, with its playful 3600 viewing area 
and high quality finishing. It is sure to be a grand statement piece in any living space or commercial 
application. 

BORDELET EVA 992

Award winning
design

Artisan engineered Hand made in the 
south of France

Suspended fireplace 3600  view of 
the flames
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Material:
4mm thick steel, hand shaped and spun 
with optional firescreen

Includes:
Fire grate 

Hearth dimension:
minimum 1770mm diameter x 40mm thick

Clearance to combustibles:
750mm*

Weight:
120kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.

 
   

Material:
4mm thick steel, hand shaped and spun
with safety glass

Includes:
Fire grate and ash pan

Hearth dimension:
minimum 1300mm diameter x 40mm thick

Clearance to combustibles:
500mm*

Weight:
130kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.
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*All measurements are based on a standard 2.4m ceiling height, if ceiling is higher additional flue lengths maybe required
*In accordance with Australian and New Zealand Standard AS/NZS 2918:2001. All product images are a guide only, all wood fires must be installed as per AS/NZS 2918:2001
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Material:
4mm thick steel, hand shaped and spun 
with optional firescreen

Includes:
Fire grate 

Hearth dimension:
minimum 1770mm diameter x 40mm thick

Clearance to combustibles:
750mm*

Weight:
120kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.

 
   

Material:
4mm thick steel, hand shaped and spun
with safety glass

Includes:
Fire grate and ash pan

Hearth dimension:
minimum 1300mm diameter x 40mm thick

Clearance to combustibles:
500mm*

Weight:
130kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.

   

Material:
4mm thick steel, hand shaped and spun
with safety glass

Includes:
Fire grate and ash pan

Hearth dimension:
minimum 1770mm diameter x 40mm thick

Clearance to combustibles:
750mm*

Weight:
150kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.

Optional base: Yellow or black bricks 
or metal side edging
    

Material:
4mm thick steel, hand shaped and spun
with safety glass

Includes:
Fire grate and ash pan

Hearth dimension:
minimum 1770mm diameter x 40mm thick

Clearance to combustibles:
750mm*

Weight:
200kg

Standard colours:
Anthracite grey or intense matte black 
*Additional colours available upon request.

Optional base: Yellow or black bricks 
or metal side edging
    

45
0m

m
42

0m
m

480mm

980mm

236mm

m
in

 1
50

m
m

24
20

m
m

*
26

50
m

m
*

36
0m

m

46
0m

m

620mm

1170mm

265mm

m
in

 1
50

m
m

*All measurements are based on a standard 2.4m ceiling height, if ceiling is higher additional flue lengths maybe required
*In accordance with Australian and New Zealand Standard AS/NZS 2918:2001. All product images are a guide only, all wood fires must be installed as per AS/NZS 2918:2001





“Forget the standardization.

Dare originality and start a story with 
JC Bordelet….”

Jean Claude Bordelet



sculptfireplaces.com.au
1300 851 304

PO BOX 1232, Mornington, 3931


