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Liquid all-purpose indoor/outdoor 
rubber spray with strong adhesive 

and sealing properties.

ALL PURPOSE 
SPRAY ADHESIVE

WILL BOND TO

ALL PURPOSE SPRAY ADHESIVE

DANGER! Extremely Flammable Liquid and Vapour.  
Vapours may cause flash fire. Contents under Pressure.  

Keep out of reach of children. Read other cautions on the back label.
An ITC product made In Germany, imported by ITC for  
Redpoint Fasteners. www.redpointfasteners.com.au500ml
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NON-CLOGADJUSTABLENOZZLE
 Plastic

 Plasterboard
 Concrete

 Metal
 Timber 
 Glass
 Brick

 Rubber

 Tiles
 Foam

 Polyester
 Polystyrene

 Textiles
 Leather

 Cardboard
  & Many More

CONTAINS:  
Naphtha 30-60%,  

Dimethyl ether 30-60%, 
Acetone 1-9%

N-hexane 1-9%

STORAGE AND DISPOSAL
PRESSURISED DISPENSER - Keep in a 
cool place.
PROTECT FROM HEAT AND SUNLIGHT. 
DO NOT EXPOSE TO TEMPERATURES 
EXCEEDING 50oC, such temperatures 
may occur in cars, or near heaters, 
stoves or open flames.
KEEP AWAY FROM SOURCES OF  
IGNITION - NO SMOKING. 
Do not store near naked flame, heat or 
incandescent material.
DO NOT PIERCE OR BURN THIS CAN EVEN 
WHEN EMPTY.
Aerosols should be completely empty 
before disposing, recycle empty cans if 
facility is available or place used can in  
household rubbish.
Minimum shelf life: 12 months.
Do not store below 10oC or over 50oC.
PROPELLANT: HYDROCARBON.

If poison occurs, contact a doctor 
or Poison Information Centre
 Ph:  Australia 13 11 26
  New Zealand 0800 764 766

KEEP OUT OF REACH OF CHILDREN. 
EXTREMEY FLAMMABLE
Do not spray directly on humans 
or pets.
DO NOT SPRAY ON OR NEAR NAKED 
FLAME, PILOT LIGHT, HEAT OR 
INCANDESCENT MATERIAL.
Toxic to aquatic life, do not throw 
product into water ways.
Avoid contact with eyes and skin.

FIRST AID

PRECAUTIONS 

Pressurised container. Protect 
from Sunlight and do not expose  
to temperatures exceeding 50oC.  
Do not pierce or burn, even  
after use. Do not spray on a naked 
flame or incandescent material. 
WARNING! Use only as directed, 
intentional misuse by deliberately 
concentrating and inhaling the 
contents can be harmful or fatal. 

Fire: Refer MSDS for Fire Fighting 
Procedures. Spill: Follow Spill 
Response instructions in MSDS for 
this product.

MSDS available at 
redpointfasteners.com.au
or Ph: +61 2 9771 9266

SAFETY WARNING!

EMERGENCY PROCEDURES

DIRECTION OF USE
USE THIS PRODUCT ONLY AS 
DIRECTED
Shake well before use
Only one surface of the two 
being bonded is required to be 
sprayed with the adhesive
Wait 30 seconds to 5 minutes 
after spraying then press 

surfaces together, while 
rubber is still soft and moist. 
(Depending on type of surface, 
temperature and rubber layer 
thickness)
Operating temperature from 
-5oC to + 45oC
Spray nozzle is adjustable


