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Cembrit Trough Coloured Fibre Cement | 
Wood-Look Aluminium 

Designer linings & claddings that offer 
the confidence of fire compliance 

 

Linings & Claddings
Architectural Range



Image: Cembrit Patina System

Trumark Group is the name you need to 
remember when you want an extensive range of 
lining, & claddings, matched with a first-class 
customer service team who are easy to work with.
 
Serving customers for over 70 years, we were 
previously known as the Facades division of Atkar 
Group. 
 
Our new name represents a new chapter for 
our customers. With our team of experienced 
professionals, our focus is on understanding the 
individual needs of your build to help shorten 
your construction journey so you can build 
quicker, easier & more efficiently.

With Trumark Group, 
it’s your build, made easy.
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Our Range of Linings & Claddings
Cembrit Through Colour 
Fibre Cement
A beautiful pre-finished façade 
panel, which offers many colour 
options including a raw, natural 
patina panel through to a high 
quality solid painted surface.
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Wood-Look Aluminium
Realistic timber-look aluminium 
batten & cladding system with 
a powder-coat finish that offers 
the look and feel of real timber 
but is fire compliant and 
maintenance-free.
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P222 P222

Cembrit Range

Stunning and non-combustible, Cembrit Through Colour Fibre Cement 
will make your buildings stand out. 

Trumark Group are key Australian distributors of Cembrit, one of the 
leading European through colour fibre cement manufacturers.

11 colours available 
Popular colours displayed below.

5 colours available 5 colours available

P020

P070

P323

P565

P070

P020 P050

P222

P545

P050

P313

P545

P545

P050 P070

P020

Visit trumarkgroup.com.au/cembrit 
to view all colour options and details

Cembrit Patina Original 
Raw textured board with fine sanding 
lines, that will gradually acquire a 
distinctive ‘patina’ over time.

Cembrit Patina Rough 
Rustic board with a stone-effect, 
textured surface.

Cembrit Patina Inline 
Natural Patina board with linear milled 
grooves. 
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Key Features

18 colours available 
Popular colours displayed below.

26 colours available 
Popular colours displayed below.

15 colours available 
Popular colours displayed below.

S030 C010 T020

S191 C160 T161

S282 C530 T373

S606 C640 T626

S101 C040 T101

S212 C370 T252

S515 C550 T505

S747 C760 T737

Fire Compliance:
 > BCA compliant: Meets BCA Deemed-to-
Satisfy provision C1.9(e)(iv) - Suitable to 
use where non-combustible materials 
are required.

 > Fire tested to EN-13501-1 (Reaction to fire): 
Classification A2-s1,d0.

Cembrit Cover 
Painted surface with a grey fibre cement 
base.

Cembrit Solid 
Painted surface with same colour fibre 
cement base.

Cembrit Transparent 
Natural Patina board with clear 
transparent top coat.

Substrate
Through Colour Fibre Cement.

Application
Internal and external.

Board Sizes
8mm x 2500mm x 1250mm
8mm x 3050mm x 1250mm

Installation
Face fix to proprietary top hat framing system. 
Colour matched fixing screws available.

Maintenance
No maintenance required – product checks 
recommended. 

Warranty
10 years against frost, torrential downpours, 
heat, humidity and direct sunlight.
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Realistic timber-look aluminium batten and cladding 
system with a premium powder-coat finish that is 
fire compliant, lightweight and a maintenance-free 
alternative to timber or steel. 

Powder-coat finishes available: 
45 Wood-grain colours
6 Rust & concrete colours 
12 Solid Colorbond colours

Wood-Look Aluminium Range 

Claddings

Battens
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Key Features

Substrate & Finish
Lightweight aluminium extrusions 
with a powder-coat finish.

Application
Internal and external. 

Accessories
 > Colour matched end caps
 > Starter trims
 > Corner moulds
 > Fixings

Profiles 
Battens: 50 x 50mm, 
100 x 50mm, 150 x 50mm, 
200 x 50mm, 50 x 25mm, 
75 x 25mm, 100 x 25mm, 
150 x 25mm
Battens are predominantly 
a 2 piece snap system.

Claddings: 100mm, 150mm, 
200mm Shiplap 

Maintenance
No maintenance required. 
General cleaning and product 
checks recommended. 

Warranty
Up to 15 year warranty against 
buckling, corrosion, cracking, 
fade and gloss resistance.

SYCAMORE

WHITE ASH

WENGE

NORDIC OAK

LIGHT OAK

ENGLISH CHESTNUT

AUSTRALIAN CEDAR

BLACK WALNUT

ACACIA

SAVANNAH OAK

RED WOOD

JARRAH

CANADIAN OAK

CHARCOAL ASH

BEACHWOOD

TEAK BROWN

ZEBRANO

WESTERN RED CEDAR

ROYAL OAK

MAPLE

JAPANESE CYPRESS

CANADIAN OAK

BLACKBUTT

ASH

SPOTTED GUM

TASMANIAN OAK

MERBAU WEATHERED

KNOTTY PINE

DRIFTWOOD

BLACK ASH

Visit trumarkgroup.com.au/woodlook 
to view all colour options and details

Fire Compliance:
 > Fire tested AS/NZ1530.3-1999 - 
Spread of Flame Index 0

 > BCA compliant: Meets BCA 
Deemed-to- Satisfy provision 
C1.9(e)(v) - Suitable to use 
where non-combustible 
materials are required.

Colours 
Popular wood-grain colours displayed below.



Trumark Group is a division of Atkar Group and supply building 
materials to the construction industry. We specialise in internal 
and external wall and ceiling systems. 

Head Office & Distribution Centre
50 - 52 Koornang Rd, Scoresby VIC 3179
1300 00 50 52
contact@trumarkgroup.com.au

trumarkgroup.com.au

Details are correct at time of printing. Images for reference only. 
For more information, installation and technical guides, 
certificates and warranties visit our website. 
Copyright ©2020 Trumark Group.


