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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.

flameguard®

Vertical Panel Joint Type ‘C’ - FLA01-0W03-1

Horizontal Cladding

14g TEK
SCREW (TYP)

14g TEK
SCREW (TYP)

DURAGAL ANGLES
(Refer to Bondor for size)

1.6mm GALVANISED
DISTRIBUTION 

SHADOW JOINT CLIP (POWDER
COATED IF REQUIRED)

SHADOW JOINT EXTRUSION
(POWDER COATED IF REQUIRED)

WHITE POLYETHYLENE CLOSED
CELL FOAM ONE SIDE ADHESIVE

HORIZONTAL FLAMEGUARD
PANEL WALL

VERTICAL JOINT DETAIL TYPE C

FLA01 -

Description

Title

07.03.2018

Drawing no. Issue

Description InitRevDate

This drawing is copyright and the property of Metecno Pty
Limited trading as Bondor.  It is subject to their recall and
may not be reproduced or its contents divulged without
written authority.

Metecno Pty Limited trading as Bondor
www.bondor.com.au 1300 300 099

ABN 44 096 402 934

Scale @A4

DateApplication

FLAMEGUARD R

NOTE:
PANEL BY BONDOR, SCREW MAY BE BY BONDOR,
ALL OTHER ITEMS BY OTHERS.

1OW03
1:3

 HORIZONTAL CLADDING



7Flameguard® & Flameguard® Plus FRL Construction - Technical Drawings v1 - Current 21/05/2018

Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.

flameguard®

Base Detail ‘D’ - FLA01-WF04-1

Horizontal Cladding

2-3mm OF SILICONE
SEALANT UNDER
FLASHINGS(TYP)

   FLAMEGUARD PANEL

BASE DETAIL D

FLA01 -

Description

Title

07.03.2018

Drawing no. Issue

Description InitRevDate

This drawing is copyright and the property of Metecno Pty
Limited trading as Bondor.  It is subject to their recall and
may not be reproduced or its contents divulged without
written authority.

Metecno Pty Limited trading as Bondor
www.bondor.com.au 1300 300 099

ABN 44 096 402 934

Scale @A4

DateApplication

FLAMEGUARD R

NOTE:
PANEL BY BONDOR, SCREW MAY BE BY BONDOR,
ALL OTHER ITEMS BY OTHERS.

1:3
 HORIZONTAL CLADDING WF04 1



14 Flameguard® & Flameguard® Plus FRL Construction - Technical Drawings v1 - Current 21/05/2018

Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.

flameguard®

External Corner - FLA01-WW01-1

Horizontal Cladding

PLAN

14g TEK
SCREW (TYP)

EXTERNAL CORNER

FLA01 -

Description

Title

07.03.2018

Drawing no. Issue

Description InitRevDate

This drawing is copyright and the property of Metecno Pty
Limited trading as Bondor.  It is subject to their recall and
may not be reproduced or its contents divulged without
written authority.

Metecno Pty Limited trading as Bondor
www.bondor.com.au 1300 300 099

ABN 44 096 402 934

Scale @A4

DateApplication

FLAMEGUARD R

NOTE:
PANEL BY BONDOR, SCREW MAY BE BY BONDOR,
ALL OTHER ITEMS BY OTHERS.

1:3
 HORIZONTAL CLADDING WW01 1



15Flameguard® & Flameguard® Plus FRL Construction - Technical Drawings v1 - Current 21/05/2018

Standard Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-40.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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FRL Construction

Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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Note: 
• We recommend that you should engage your local Bondor® architectural specialist at design stage to ensure the panel system is designed to suit specific project requirements.
• All exposed core material is to be encapsulated with a non-combustible covering in order to achieve BAL ratings of up to BAL-FZ.
• Panel by Bondor®, screw may be by Bondor®, all other items by others.
• Additional construction details are available through the Bondor® Website Client Portal or by contacting a local Bondor® representative. www.bondor.com.au
• This drawing is copyright and the property of Metecno Pty Limited trading as Bondor®. It is subject to their legal recall and may not be reproduced or it’s contents divulged without written authority.
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