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Specifications
Tile Size (mm) EN 427 177.8 x 1219.2 

Total Thickness (mm) EN 649 5.0 mm

Wear Layer Thickness (mm) EN 428 0.5 ( ±0.05 )

Peeling Strength of Layer EN 431 Pass

Weight per Ct EN 430 18.7㎏/Box

Packing EN 427 10 Planks/Box

Impact sound reduction ISO 10140 L'nT,w+CI 59

Dimension stability EN 434 Pass

Color fastness to light ISO 105 B02 ≥ Grade 6

Static indentation EN 433 ≤ 0.1mm

Flexiblity EN 435 Pass

Abrasion resistance EN 660-2 Class T

Castor chair resistance EN 425 Pass

Slip resistance
EN 13893 ＞ 0.3

DIN 51130 (Austrailia) R10 [HIGH*]

Fire Rating
EN13501-1 Bfl – S1

ASTM E 84 Class 1

Usage category EN 685 23/42

Resistance to chemical EN 423 Pass

Electrostatic properties EN 1815 ＜ 2kv

Surface treatment PUR

Embossing Regular/Deep

The above information is subject to modifications for the benefit of further improvements.
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· 100% DIY
· Authentic Timber Appearance and Feel
· Non-Slip Rubber Backing
· Fibreglass Layer
· MicroCeramicTM Enhanced wear layer
· Nano Silver Anti-bacterial Technology
· 15years Commercial Warranty
· 25years Residential Warranty

LOOSE LAY PLANK 

LOOSE LAY (Non-Slip) - CARGO INFORMATION
Thickness Wearlayer (mm) Width & Length(mm) Per CTN 20FT Container loading Quantity

5㎜ 0.5 177.8 x 1219.2 10pcs (2.167sqm) 2,167sqm (1,000CTN)

100% True DIY...
Decoria Loose Lay contains a 0.5mm fibreglass layer which ensures the plank will not be affected by normal 
fluctuating temperatures in the environment. For this reason, we recommend for the best result Decoria 
Loose Lay be laid with no gaps between any plank or perimeter surface. Loose Lay tiles and planks can be 
installed without adhesive in residential and commercial areas, including bedroom, kitchen, laundry etc.



Black Butt DWL501 

Grey Oak DWL507

Antique Pine DWL1160

Lime Wash DWL1927 

Spotted Gum DWL505 

Walnut DWL511  

Kempas DWL1910  

Charcoal DWL3153 

Jarrah DWL6812

               LOOSE LAY
Scientific Technology from Korea delivers the first non-skid dotted backing layer vinyl 
flooring to the Australian market.  Loose Lay replaces the need for adhesives, 
making it one of only a few floorings available on the market that can be removed and 
relayed. .

 Loose Lay is so easy to install anyone can do it. No glue, no clicking planks 
together, just lay the planks and your floor is ready to enjoy. The DIY feature of this product 
allows you to install your own flooring and save on expensive installation costs.
The  Loose Lay flooring is the easiest flooring on the market to keep clean. Small 
spills are easily cleaned up and for more serious spills, simply pick up the affected plank, 
clean and relay. It’s that easy!
We at  understand the importance of your family’s health and that’s why our 
flooring contains an anti-bacterial armour.  Loose Lay is the only flooring in the 
world to offer this health benefit. 
The family will enjoy walking on the luxurious  Loose Lay, they will believe they 
are walking on authentic timber flooring.

 Loose Lay comes with a 25 year manufacture’s guaranteed and is available in a 
variety of colours and designs.

HOW DOES ANTI-BACTERIAL ARMOUR WORK?
Decoria has developed a process to safely coat its Vinyl Plank Flooring by adding Ag+ Nano sized 
Silver Ion particles, which are colour-less, resulting in an anti-bacterial armour.
Silver inhibits the growth of bacteria by deactivating the bacteria’s oxygen metabolism enzymes. In 
turn, this destroys the bacteria cell membranes, killing the bacteria and stopping replication.

LOOSE LAY PLANK 

∙The printed can be different from the real goods in colors.   ∙For further information, please contact us.


