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IT’S  PROVEN

IT’S  UNIQUEIT’S  UNIQUE

IT  WORKS

PEEL AWAY provides innovative solutions for paint removal. 
This Poultice method of chemical stripping is a recommended 
safe process by the EPA. It prevents atmospheric pollution when 
using the laminated cover. It is safe for removal of Lead Paint 
and can fully contain the waste. The usage of harmful solvents 
are reduced, as are any risks to health.

The product is a thick paste that is applied to the surface and 
covered with a special laminated paper. The product is sealed 
in and will emulsify the many layers of paint safely. The 
laminated sheet is then peeled away with the paint carefully, 
ready for disposal. The surface is then washed with water.

•  Domestic Softwood and Hardwood timbers  •  Commercial Bricks, Concrete, Stone and Marble
•  Industrial Metal , Iron and Steel, Aluminium

 •  Automotive Plaster, Fiberglass, Fibro Cement
•  Marine Cement Render  

YOUR SAFE CHOICE FOR ANY RENOVATION PROJECT
SUITABLE FOR          REMOVES FROM

 Effectively removes paint coatings
 Provides total lead containment
 Preserves the substrates
 Strips up 30 layers in one application

Suitable for professional and DIY

NEW PEEL AWAY 8 FORMULATION 

STRIPPING COLUMNS COMMERICAL SITE

APPLY TEST PATCH
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AUSTRALIA
Unit 43 Homebush Business Village, 11-21 Underwood Rd, Homebush NSW 2140    Ph: 02 9746 7755 or Ph: 02 9746 6733 or Fax: 02 9746 5322

Email: peelawayau@pacific.net.au     Website Address: www.peelaway.com.au
Peel Away products are licensed to BLDCARE AUSTRALIA Pty Ltd    ABN 87 003 914 038   PH (02) 9746 7755

REMOVAL 



WORLD WIDE PATENTS GRANTED U.S. PATENT NO. 4426250 

TOTAL LEAD PAINT REMOVAL SYSTEMS 
SELECTING THE RIGHT PEEL AWAY PRODUCT

 ALWAYS APPLY TEST PATCH FIRST 

 
APPLICATION: 

• PEEL AWAY PASTE can by applied by brush or trowel. The special laminated cover allows product to work in a sealed 
environment. Use Peel Away paper only. 

• Average test patch for PEEL AWAY 1, PEEL AWAY 8 should be 24 – 72 hours. PEEL AWAY 9 on fiberglass boats anti-
fouling 6-24 hours. 

• Trial packs size 300g is available for test patches. Do not leave test patch on too long, since surface will return to original 
condition and procedure will have to be repeated. 

• *PEEL AWAY 1 MUST BE PROPERLY NEUTRALISED PRIOR TO RECOATING THE SURFACE. WE RECOMMEND 
PEEL AWAY NEUTRALISER. 

 
DISCLAIMER: The information is of general nature and every care is taken in preparation. No Responsibility, Nor Warranty is 
expressed or implied for the suitability of the material as actual site conditions are all different. No Responsibility is expressed 
regarding wind, very heavy rain, heat or other harsh weather conditions. Any liability of any nature would only be limited to any 
expressed fault of the goods. 
 
STATE DISTRIBUTORS: NSW: PEEL AWAY AUSTRALIA PH: 02 9746 7755 VIC: Haymes Paint Ph: 1800 033 431 
QLD: Amazing Paints Ph: 07 3892 4088 WA: Haymes Paint Ph: 08 9345 3255 SA: 08 8344 1153  TAS: 03 6231 9900 
Peel Away is a registered Trademark and Patented Paint Removal System. Manufactured under license by: Haymes Paint 
PEEL AWAY PRODUCTS ARE LICENSED TO BLDCARE AUSTRALIA Pty Ltd. ABN 87 003 914 038 PH 02 9746 7755 

USE  ONE   1  
(ALKALINE PASTE) 

When there are multiple 
layers of oil/ lead 
/alkyd/enamel based paints 
on: 

• Softwoods 
• Bricks 
• Concrete/Masonry 
• Cast Iron & other 

metals 
• Pressed Metal 
• Hardwoods only when 

repainting. 
 
DO NOT USE: 

• Aluminium 
• Veneer 
• Most 2 part urethanes 

and explosives 
• Baked Enamels 
• Pure Acrylics 
 

300g -1kg-5kg-15kg -225kg 

 

USE                           NINE   9  
MARINE SAFETY STRIP  

(SAFE STRIPPER) 
Removes multiple coats of acrylics, 
enamels and urethanes from many 
surfaces 

• Bricks 
• Render 
• Timber & Hardwoods 
• Stone & Marble 
• Metal & Aluminium 
• Cast Iron & Galvanised Steel 
• Fibreglass & line marking 
• Plaster & Elastometric 
• Anti-fouling 
• Antique furniture 
 

DO NOT USE: 
• Will not remove some 2 part 

epoxies 
• Chemical Resistant coatings 

 
 
300g- 1kg- 5kg- 15kg- 225kg 
 

USE                          EIGHT   8  
       (NEW FORMULATION) 
To remove multiple coats of 
architectural and tough industrial 
coatings from virtually all surfaces 

• Wood 
• Brick 
• Metal 
• Concrete stone,  
• Plaster 
• Fibreglass 
• Painted Aluminium 
• Steel 
 
*Safe remover with no fumes 

 
DO NOT USE: 

• Plywoods 
• Composite surfaces 
• Baked enamels 
• Antique furniture 
• Unpainted fibreglass 

 
 
300g- 1kg- 5kg- 15kg- 225kg 
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